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Indoor Light

Input Vottage:AC85-265V~,50/60HZ
View Angle:60
Color Rendering index(Ra):>80
LED Color Temperature(CCT):2700-7000k available
MOQ:200
Available with Spike,H-shaped bracket,Infrared 
Sensor(120/180)
Aluminium die-casting body
Tempered glasses
Color of body:Available

PRODUCT INFORMATION

Average 
Luminous Flux IP level CTN dimension 20GP /40GP/40HQ QTY PRICE

>600LM IP65 33.5*49.5*31CM 12PCS 6461 /13384 / 15692 PCS $19.50 

>600LM IP44 65.5*25*30CM  8PCS 4552 /9430 /11056 PCS $23.50 

>1350LM IP65 3796 / 7864 / 9220 PCS $29.50 

LED Floodlight MING

Asymmetric

Symmetrical

Color Rendering index(Ra):>65 
LED Color Temperature(CCT):
2700-7000K available
Tempered glasses
Color of body: Available
AC 110-240V,50/60Hz

Material/Chips
LED Epistar

Standards
CE, RoHS

Guarantee
2 years from date of purchase 

Code Model Voltage Pow er
Consumption

Qty/Ctn Carton
Size

Ra IP class Lumen

io-101080 MING-A AC110-240V 80W 4pcs 53.5*31.5*26cm 65 65 5500

io-101081 MING-S AC110-240V 80W 4pcs 53.5*31.5*27cm 65 65 5500


